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COMPRESSION

CODE G8R-CP

Reference N. capacity - ln (t) Accuracy class n. OIML y = emax / vmin Code #

G8R-18 ACP 18 C4 15000 230928 
G8R 20 ACP 20 C4 15000 230929 
G8R 25 ACP 25 C4 15000 230930 
G8R 30 ACP 30 C4 15000 230931 
G8R 35 ACP 35 C4 15000 230932 
G8R 40 ACP 40 C4 15000 230933
G8R 50 ACP 50 C4 15000 230934 

FEATURES
Compresion load cell.
Self-centering load cell.
Fully stainless steel construction.
4000 divisions OIML R60 Class C.
Hermetically sealed by laser welding.
Protected against atmospheric discharges with surge arresters .
Protected against humidity IP69k (EN60529).

SPECIFICATIONS
Nominal capacities (Ln) 18-20-25-30-35-40-50 t

Accuracy class C4 n. OIML

Minimum dead load 0 kg

Service load 120 %Ln

Safe load limit 150 %Ln

Total error <±0.017 %Sn

Repeatability error <±0.015 %Sn

Creep error (30 minutes) <±0.016 %Sn

Temperature limits -30... +70 ºC

Nominal sensitivity (Sn) 2 mV/V ±1%

Nominal input voltage 10 V

Maximum input voltage 15 V

Input impedance 800Ω ± 2%

Output impedance 700 ± 3Ω

No load output ±2 %Sn

Insulation resistance > 5000 MΩ

Maximum deflection (at Ln) 0.6 - 1 mm

Cable length 18 mIn (+) 
red
Out (+) 
green
In (-) black
Sense (-) blue

Sense (+) 
yellow

Out - 
white

G8R-CP

18.000
50.000

APPLICATIONS
High capacity weighbridges.
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Capacity R esf/Ball
18000 130
20000 130
25000 150
30000 160
35000 180
40000 180
50000 180

Dimensions (mm)

69k
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