
SPECIFICATIONS
Nominal capacities (Ln) 18-20-30-40-50 t

Accuracy class C4 n. OIML

Minimum dead load 0 kg

Service load 120 %Ln

Safe load limit 150 %Ln

Total error <±0.013 %Sn

Repeatability error <±0.015 %Sn

Creep error (30 minutes) <±0.016 %Sn

Temperature limits -30... +70 ºC

Nominal sensitivity (Sn) 200000±0.05% counts (programmable)

Nominal input voltage 6 - 15 V DC

Maximum input voltage 15 V

Power supply current 78 mA (max.)

Serial interface RS485 Fullduplex

Max. transmission cable length 1200 m

Input impedance 800Ω ± 2%

Output resistance 700 ± 3Ω

No load output ±2 %Sn

Maximum deflection (at Ln) 0.6 - 1 mm

Cable length 18 m

APPLICATIONS
High capacity load cell for weighbridges.

MAIN FEATURES
Self-centring pivoting column compression load cell. 
4000 divisions OIML R60 class C.
Easy to install.
Stainless steel building.
Protected against humidity IP69k.
Protected against atmospheric discharges with surge arresters.
Interface digital RS485 fullduplex.
Setting and updating of software via serial interface.
Advantages in setting-up, corner adjustment and individual diagnostics.

Accuracy approved to 4000 
divisions OIML R60 class C
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References G8RD

Code Nominal capacity - ln (t) Accuracy class n. OIML y= emax / vmin
231024 18 C4 15000
231025 20 C4 15000
231026 30 C4 15000
231027 40 C4 15000
231028 50 C4 15000

References G8RD with armoured cable

Code Nominal capacity - ln (t) Accuracy class n. OIML y= emax / vmin
231029 18 C4 15000
231030 20 C4 15000
231031 30 C4 15000
231032 40 C4 15000
231033 50 C4 15000

Accessories
Code Description
240036 Alloy steel rings set in zinc-plated steel
240184 Stainless steel rings set
240037 Superior plate to unite the rings set at a structure (for one load cell)
240038 Buttom plate to unite the rings set at a structure (for one load cell)

- Mounting kit lift-off prevention for silo for the load cells G8R4 (for one load cell)
- Mounting kit lift-off prevention for silo for the load cells G8R6 (for one load cell)
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 ACCESSORIES
RINGS SET AND FIXATION PLATE

Dimensions (mm)

N.C. (t) R
18 - 20 130

30 160
40 - 50 180
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Capacity R esf/Ball
18000 130
20000 130
25000 150
30000 160
35000 180
40000 180
50000 180
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