
APPLICATIONS
Load cell that, because of its threaded hole finish, 
allows for a more vertical compression, perfect for 
test benches and verification presses.

MAIN FEATURES 
Compression load cell
Measurement element from stainless steel
Hermetically sealed laser welded
Protection IP68 (EN60529)

SOLUCIONES DE PESAJE
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Verified readout to 1000 
divisions OIML R60 Class C

SPECIFICATIONS
Nominal capacities (Ln) 2500-3000-5000-7500-10000-12500-20000-25000-30000 kg

Accuracy class 1000 n. OIML
Minimum dead load 0 %Ln

Service load 150 %Ln
Safe load limit 200 %Ln

Maximum combined error <±0.017 %Sn (1)
Repeatability error <±0.015 %Sn

Temperature effect:
On cero on sensitivity

<±0.01 %Sn/5ºk
<±0.006 %Sn/5ºk

Creep error (30 minutes) <±0.016 %Sn
Temperature compensation -10... 40 ºC

Temperature limits -20... 50 ºC
Nominal sensitivity (Sn) 2 ± 0,02 mV/V 

Voltage range 5V a 18V DC

Maximum supply voltage 18V DC

Input impedance 765 ±15 Ω 
Output impedance 700 ±14 Ω

Insulation resistance > 4000
Maximum deflection 0.2-0.4

Cable length 8 m
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C.N. (f) A B C D E F G H

2.5.12.5 82 22 130 32 12 44 70 M8
20. 30 126 35 200 40 14 54

Dimensions (mm)
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Reference
Nominal capacities - Ln (kg) Accuracy class n. OIML y = emax / vmin Code #

M 2500 1000 10000 230706
M 3000 1000 10000 230707
M 5000 1000 10000 230708
M 7500 1000 10000 230709
M 10000 1000 10000 230710
M 12500 1000 10000 230711
M 20000 1000 10000 230712
M 25000 1000 10000 230713
M 30000 1000 10000 230714

Reference Material Capacities (t) Code #
ACGTDz1 zinc plated steel 2,5-12,5 240160
ACGTDz2 zinc plated steel 20 - 30 240162
ACGTDi1 stainless steel 2,5-12,5 240161
ACGTDi2 stainless steel 20 - 30 240163
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MOUNTING KITS
Our mounting kits allow a solution to 
weighing with instruments such as silos or 
hoppers. Including specific silent blocks to 
absorb vibrations.
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MOUNTING KITS
15.000 kg - 30.000 kg

MOUNTING KITS
2500 kg - 12.500 kg

Dimensions (mm)Dimensions (mm)


