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COMPRESSION LOAD CELL

MAIN FEATURES

Compression load cell
Double shear beam load cell
3000 divisions OIML R60 class C

Measurement element from stainless steal

Mounting kit for silos in zinc
Hermetically sealed, Laser welding
Protection IP68 (EN60529)

3000 divisions
OIML R60 class C
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APPLICATIONS

Weighing system for tanks, silos and vehicles. Low profile
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SPECIFICATIONS

Nominal capacities (Ln) ~ 5-10-20-30-50-75-100 t

Accuracy class 3000 n. OIML
Minium dead load 0%
Service load ~ 150%
Safe load limit  200%
Input impedance 766 Q5%
Output impedance 700 Q5%
Voltage range  5..12Vdc
Nominal sensitivity (Sn) 2mV/NV
Operating temperature ~ -10...40 °C
Sensitivity tolerance (-10..40°C)  *0.1%

Temperature effect on sensitivity (-10...40 2C)

Temperature effect on cero (-10...40 2C))

<+0.001%/°C
<%0.002%/°C

Maximum combined error <+0.02%
Creepen30’a20°C <%0.02%
Maximum deflection 18

Cable length

a 6 wires (sense)
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min 5000 kg [C]
"100.000 kg Dimensions

\ W4 m Nominal capacities (t) A B o D E F G H i J
"‘“ 5-20 41 257 185 145 R50 59,5 23 45 14 55
IP 30-50 48 29,7 285 220 R50 745 30 60 22 66

75-100 66 372 340 260 R50 99,5 50 80 32 91
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References

Reference Nominal load - In Accuracy class n. OIML y = emax / vmin Code

GTI -5 5000 3000 10000 231169
GTI -10 10000 3000 10000 231170
GTI -20 20000 3000 10000 231171
GTI -30 30000 3000 10000 231172
GTI -50 50000 3000 10000 231173
GTI -75 75000 3000 10000 231174
GTI -100 100000 3000 10000 231175

MOUNTING KITS

Our mounting kits allow a solution to weighing with
instruments such as silos or hoppers. Including
specific silent blocks to absorb vibrations.
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‘ ‘ Capacity () A-D B-E C F-G-H-l  J-K LM
SNz Zh 520 200 180 160 140 18 20
oK 30-50 300 220 200 175 22 25
: £ 75-100 370 300 270 220 26 30
Dimensions (mm)
Reference Material Capacity (t) Code #
ACGTI-1 zinc plated steel 5-20 240557
ACGTI-2 zinc plated steel 30-50 240558
ACGTI-3 zinc plated steel 75 - 100 240559
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