
WEIGHING SOLUTIONS

G5N
LOAD CELL 
SHEAR BEAM / 
DOUBLE SHEAR BEAM

IP
M 68

SPECIFICATIONS
Nominal capacities (Ln) 300-500-750-1000-1500-2000-2500-3000-5000 kg

Accuracy class 3000 n. OIML

Minimum dead load 0 %LN

Service load 125 %LN

Safe load limit 150 %LN

Total error 0,7% N.L

Repeatability error < ±0.015 %Sn

Temperature effect < ±0.01 %Sn/5 °C

Temperature effect on zero of sensitivity < ±0.006 %Sn/5 °C

Creep error (30 minutes) < ±0.016 %Sn

Temperature range compensated -10..  +40 ºC

Temperature limits -20...+70 ºC

Nominal input voltage 5 a 12 V

Input impedance 383 Ω ó 1k Ω ± 2 Ω

Output resistance 350 Ω ó 1k Ω ± 2 Ω

Sensibilidad nominal (Sn) 2 mV/V

Insulation resistance > 5000 MΩ

Cable length 5 m

Verified readout to 3000 
divisions OIML R60 class C

APPLICATIONS
4 load cells platforms, reactors, tanks and hopper weighing.

MAIN FEATURES
Shear beam load cell.
Nickel-plated steel alloy.
Hermetically sealed, laser welding.
Proected agains humidity IP68 (EN60529).
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WEIGHING SOLUTIONS

Dimensions (mm)

Nominal capacities (LN) A B C D E F G I J K L
300-500-750-1000-1500-2000-2500* 31,5 15,5 24,6 51,6 31,5 130 Ø13,5 M12 76,2 25,4 15,8

3000-5000 38.1 12 -- 72 38.1 171.5 20 M18 95.4 38.1 19

G5N
min
max

300
5000

kg
kg

M
IP

68

4 load cells

Installation with weighing 
modules

Tank with hard bearing and 
1 load cell

Horizontal tanks for 
liquids

Vertical tank with 2 fixed 
couplings and load cells with 

compensation

Weighing reactors

LOAD CELLS 
WHICH ADAPT TO 

ANY INSTALLATION
Our mounting kits allow a solution to weighing 

with instruments such as silos or hoppers. 
Including specific silent blocks to absorb 

vibrations.

mounting
kits

References
Reference Nominal load - ln Accuracy class n. OIML y = emax / vmin Code
G5N 0.30 300 C3 10000 230947
G5N 0.50 500 C3 10000 230948
G5N 0.75 750 C3 10000 230949
G5N 1.0 1000 C3 10000 230950
G5N 1.5 1500 C3 10000 230951
G5N 2.0 2000 C3 10000 230952
G5N 2.5 2500 C3 10000 230953
G5N 3.0 3000 C3 10000 230954
G5N 5.0 5000 C3 10000 230955
G5N 2.0 1k Ω 2000 C3 10000 230959
*G5N 3.0 1k Ω 3000 C3 10000 230961

 *Note: 3t 1k Ω has small direction


