
WEIGHING SOLUTIONS

GI400 R100
repeater
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WEIGHING SOLUTIONS

GENERAL SPECIFICATIONS
WORKING TEMPERATURE -10 oC  a  40 oC 

SUPPORT mural inclinable
OTHER FEATURES ambience light sensor: 6 configurable brigthness level or auto function

SCREEN
LED FEATURES Red LED of 7 segments with decimal. 6 digits of 100 mm high

SUPPLY 100-240Vac, 50/60 Hz

AVAILABLE PROTOCOLS With the most common protocols available in the market

I/O 2 x RS232 
1 x RS485

OPTIONAL ETHERNET

MORE FUNCTIONS & OPTIONS

Giropés has developed a compact indicator with 
extensive functions for all types of industry, distribution, 
nutrition, chemical industry, chemist industry and 
logistics. GI400 R45, the medium size dimension 

repeater ideal to complete your indicator.

VERSATILE

High precision weigh indicator and repeater with 
compact design. Ideal for applications which require 
an autonomous indicator, with the possibility to include 
communication interfaces with connections to remote 
control weight repeater, PC, PLC, external or internal 

printer, among other possible accessories.

Own development which includes the study of 
optimization and design for the industry

REPEATER
GI400 R100
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ETHERNET 
(optional)



AMBIENT LIGHT SENSOR

WEIGHING SOLUTIONS

STAINLESS STEEL 
Stainless steel housing resistant 
according to work environment 
requirement.
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If you do not occupy the 3 ports 
you can display on screen or to 
process by exit channel. These 
ports allow the possibility IN /
OUT.

SCHEME 2

Sum function allows, at the 
repeater, the function to sum 
up to 3 weights via the entries: 
COM1 | COM2 | COM3 available 
as standard and it shows the 
result on display. 

SCHEME 1

W1 W2 W3

SUM CHANNELS FUNCTION

6 levels brightness 
and automatic 
function

REPEATER LED

High-contrast red LED display

IP65 
It allows a complete protection aga-
inst water dropped during its clea-
ning with a hose.
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SERIEGI430 TRUCK WEIGHING
INNOVATION

GI400 R100
compatible with 
serie GI400 
INDICATORS
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