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Reference Nominal capacity - ln (kg) Accuracy class n. OIML y = emax / vmin Code #

G1G 500-5000 500-5000 500 8000 230581
G1G 3000-7500 3000-7500 500 8000 230580

G1G 5000-
12500 5000-12500 500 8000 230579

Model f (diameter) A B C D

G1G 500 - 5000 4-15 80 25 73 230
G1G 3000 - 7500 4-24 70 25 60 230
G1G 5000 - 12500 4-35 55 25 40 180

FEATURES
Traction Load cell
3000 divisions OIML R60 class C.
Hermetically welded
Measurement element from alloy steel
Stainless steel building
Protected against humidity IP67 (EN60529)

SPECIFICATIONS
Nominal capacities (Ln) 500-12500 kg

Accuracy class C2 n. OIML
Service load 150 %Ln

Safe load limit 400 %Ln
Total error 0,02% N.L

 Nominal input voltage 5. 15 V
Input impedance 386±5 Ω

Output resistance 350±5 Ω
Temperature range compensated -10. +40 ºC

Nominal sensitivity (Sn) 2 mV/V ±1%
Insulation resistance > 5000 MΩ

Cable lenght 4 m

IN (+) RED

OUT (+) 
GREEN

IN (-) BLACK

OUT - WHITE
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APPLICATIONS
Lifts and Forklifts
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Dimensions (mm)


