
REFERENCE B4CR RESISTANCE TO 8.000 kg

Dimensions (mm) Capacity (kg) Readout (g) # Code

1500 x 1500 1500 500 170167

1500 x 1500 3000 1000 170168

2000 x 1500 1500 500 170169

2000 x 1500 3000 1000 170170

2000 x 2000 1500 500 170171

2000 x 2000 3000 1000 170172

2500 x 2000 1500 500 170173

2500 x 2000 3000 1000 170174

REFERENCE B4CR RESISTANCE TO 12.000 kg

Dimensions (mm) Capacity (kg) Readout (g) # Code

1500 x 1500 6000 2000 170039

2000 x 1500 6000 2000 170040

2000 x 2000 6000 2000 170041

2500 x 2000 6000 2000 170042

Note: The reference do not include the indicator

REFERENCE ACCESSORIES
Description # Code

Supplement for nickel steel load cell G35n for painted structure and sheet platform up to 3000 kg 240130

Supplement for stainless steel load cell G35a for painted structure and sheet platform up to 6000 kg 240132

Supplement for Atex load cell and ATEX junction box painted structure and stainless steel platform up to 3000 kg 240089

Supplement for Atex load cell and ATEX junction box painted structure and stainless steel platform up to 3000 kg 240090

Additional metre of cable 240085

REFERENCE APPROVAL & CALIBRATION
Description
CE APPROVALS: From 3 kg to 15000 kg
ENAC CALIBRATIONS: From 30 kg to 15000 kg

TECHNICAL FEATURES
Type Heavy duty platform

Material Painted structure and sheet
Thickness of the sheet 5 mm to 3000 kg

10 mm for platforms 6000 kg
Installation On ground o Pit

Dimensions From 1500 x 1500 to 2000 x 1500 mm
Capacities From 1500 kg to 6000 kg | 1500 and 3000 kg 

(resistance 8000 kg) | 6000 kg (resistance 12000 kg)
The depth of the pit Resistance 8000 kg: 175 mm 

Resistance 12000 kg: 195 mm
Cable length 5 m

B4CR
HEAVY DUTY

OPTIONAL INDICATOR
»» SERIE GI400-GI400i-GI410 

See page 58

SOFTWARE
»» For the management and control of 
production lines

See page 65

PROONE

LOAD CELLS 
G3S - For painted platforms
Shear beam load cell.

Fully in steel alloy.
3000 divisions OIML R60 class C3.
Hermetically sealed, fully in welded. 
Protection IP68

G35n (0, 30t – 6 t) (optional)	
Shear beam load cell.
Nickel-plated steel.
3000 divisions OIML R60 class C3.
Hermetically sealed, fully in welded.
Protection IP66.
Available in ATEX (optional)

G35i (0, 30 t – 6 t) (optional)
Shear beam load cell.
Fully stainless steel.
3000 divisions OIML R60 class C3.
Hermetically sealed, fully in welded.
Protection IP69K.
Available in ATEX (optional)

36
PL

AT
FO

RM
S


